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Walbro Fuel Delivery System
For 8 Injectors, Pro Gold Fittings
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Bulkhead

ITEM NO. PART NO. DESCRIPTION QTY.
1 602-106 Walbro Pump 1
2 602-1065 Walbro pump Fitting 2
3 602-148 FueLab Regulator for Injection 1

4 88-160 -6AN 120 Micron Fuel Filter 1
5 88-167 25 Micron Fuel Filter 1
6 602-200 Autometer Fuel Pressure Gage 1
7 412-100 Pro Gold 3/8" I.D. (-6) Polyester Hose 12'
8 412-130 Pro Gold 6AN to 3/8" (-6) Elbow Fitting 7
9 412-120 Pro Gold 6AN to 3/8" (-6) Straight Fitting 5

10 42-160 Fuel Shut Off Valve 1
11 41-915106 6AN Swivel Coupler 2
12 41-981606 1/4" NPT to 6AN Straight Fitting 2
13 41-985006 9/16"(-6) O-Ring to 6AN Fitting 2
14 41-983306 Bulkhead to 6AN Elbow Fitting 1

15 41-178009 9/16" I.D. Stat-O-Seal Washer 1
16 41-592406 -6AN Bulkhead Fitting Nut 1
17 41-982264 1/8" NPT to 4AN Elbow Fitting 1
18 602-201 Steel braided Line for Fuel pressure Gage (-4) 24" Long 1
19 602-112 Optional Clamp, Fuel FIlter, 1-1/4" Tube 1
20 602-111 Optional Clamp, Fuel FIlter, 1-1/4" Tube 2 D
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120 Micron Filter 

These filter and pump
 clamps are optional

Return Line

25 Micron Filter

When pump is turned on for the first time and the
lines are dry, crack this fitting to bleed
system and prime pump.

Leave this fitting open to airr

Optional Shut Off Valve Assembly
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